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MegaBoot is designed as a watch-dog. It checks if the network connection is online 

or if a device is alive (heartbeat via I/O port). If not, it will automatically power-cycle 

the assigned outlet. 

 

Features: 

 Setup to auto reset outlets (eg. power to Modem) when ping or I/O fails. 

 Support SMTP, HTTPS, MegaSMS & Syslog. 

 Designed for DIN rail or wall mount. 

 Mode: AP, Router, Repeater or Auto Power-cycle (Watch-dog) 

 Support USB flash / compatible USB 3G modem. 

 Web Interface - Allows user to remote power On/Off/Reset outlets, monitor status, 

view logs, change advanced settings & configurations. 

 Scheduling - Up to 20 schedules may be set to turn power on/off to specific ports 

at specified times. 

 No. of UIS Resets - Set number of times MegaBoot reset outlet when time-out. 

 Event Logs - To keep track of when the unit had to reset power etc. 

 Free Dynamic DNS Support & Remote Admin – Each unit is pre-assigned a 

Domain Name.  This allows customers to login via the web to access controls, 

view logs, and remotely turn on/off power to specific ports or reset power. 

 

The packaging & Contents: 
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The Unit: 
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Description: 

 

 

Auto Reboot Configuration #1: Setup to auto reboot non-responsive modem 

 

MegaBoot is an intelligent power outlet designed to automatically power-cycle its 

outlet when internet connectivity is lost.  This is useful to if your broadband / cable / 

DSL connection drops and all you need to do is reset the modem to re-gain 

connectivity. MegaBoot does this automatically, without anyone having to do a truck 

roll just to flick the switch! 

 

Once setup MegaBoot automatically pings a preset number of IP addresses. Should 
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these time-out, MegaBoot will automatically power-cycle the outlets. 

 

 

Auto Reboot Configuration #2: Setup to auto reboot non-responsive network device 

 
MegaBoot can be used to automatically reset an unresponsive network device (for 

instance NAS, IP camera, servers, etc). Outlets can reset independent of each other. 

 

 

Auto Reboot Configuration #3: Heartbeat 

   

Connect heartbeat (RS232) signal to MegaBoot Rx port. Outlets will auto reboot if 

signal is not received within [Timeout] interval. 

 

 



 

Mega System Technologies Inc. 
Web: www.MegaTec.com.tw/info.htm 
email: sales@megatec.com.tw 

Specifications: 

 

Model No: MB-31b MB-31c 

 

  

Socket type 2x North American (Type B, 

NEMA 5-15R) 

2x IEC C13 

Certification CE, FCC, LVD, RoHS compliant 

Electrical Rating Input: 125~250V~50/60Hz 

Output: 10A (for 2 sockets) & 

DC5V, 500mA (for USB port) 

Fuse 10A (Thermal fuse) 

Power Indicator Orange LED 

Internet Indicator Green LED 

Web Server CPU 32-Bit RISC CPU 

Supported browser IE and Java 

Supported Network 

Protocols 

HTTP, HTTPS, SNMP, TCP/IP, UDP, SMTP, Dynamic DNS, 

DNS Client, SNTP, DHCP. 

Network Access 10/100 Base-T , RJ45 (Cat. 5) 

Operating Environment 0°C ~ 60°C at 10% ~ 90% relative humidity. 

For indoor use only. 

Package White Box / Bulk 

Packaging Size 21.5 x 14.5 x 9.0 CM 

Gross Weight per set: 0.750kgw 

Per Carton: 20 sets per carton 

Carton size: 50 x 38 x 36 CM 

Net (Gross) Weight:  15.0kgw (16.5kgw) 

 


